
Būvniecības laikā 

Aprēķinu modeļa ievades dati (būvniecības laikā) 

Area source/ISO 9613 (8)  Variant 0  

FLQi002  Label  
Eks,buld,greid,velt,celt,pašizg, pāļu 
urbšanas iekārta, kravas auto  

Action radius/m  2500.00  

  Group  Group 0  D0  0.00  

  Number of nodes  24  High building/high noise source  No  

  Length/ m  882.43  Emission is  SPL per unit area (Lw/m²)  

  Length/ m (2D)  882.35  Emi. variant  Emission  Sound insul.  Correction  Lw  Lw"  

  Area /m²  17899.04    dB(A)  dB  dB  dB(A)  dB(A)  

      Day (12h)  67.40  -  -  109.93  67.40  

      Night (8h)  -99.00  -  -  -99.00    

      
Evening 
(4h)  

-99.00  -  -  -99.00    

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw" /dB(A)  n times  Impact time /h  dLi /dB  Lw"r /dB(A)  

  Day (12h)  12.00  Day  67.4  1.00  12.00000  0.00  67.4  

  Evening (4h)  4.00  Evening  -  1.00  4.00000  0.00  -  

  Night (8h)  8.00  Night  -  1.00  8.00000  0.00  -  

FLQi003  Label  
Buldozers, Greiders, Veltnis, Celtnis, 
pašizgāzējs  

Action radius/m  2500.00  

  Group  Group 0  D0  0.00  

  Number of nodes  18  High building/high noise source  No  

  Length/ m  425.06  Emission is  SPL per unit area (Lw/m²)  

  Length/ m (2D)  425.03  Emi. variant  Emission  Sound insul.  Correction  Lw  Lw"  

  Area /m²  6517.13    dB(A)  dB  dB  dB(A)  dB(A)  

      Day (12h)  66.80  -  -  104.94  66.80  

      Night (8h)  -99.00  -  -  -99.00    

      
Evening 
(4h)  

-99.00  -  -  -99.00    

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw" /dB(A)  n times  Impact time /h  dLi /dB  Lw"r /dB(A)  

  Day (12h)  12.00  Day  66.8  1.00  12.00000  0.00  66.8  

  Evening (4h)  4.00  Evening  -  1.00  4.00000  0.00  -  

  Night (8h)  8.00  Night  -  1.00  8.00000  0.00  -  

FLQi008  Label  
Eks,buld,greid,velt,celt,front iekr,pašizg, 
kravas auto  

Action radius/m  2500.00  

  Group  Group 0  D0  0.00  

  Number of nodes  7  High building/high noise source  No  

  Length/ m  343.42  Emission is  SPL per unit area (Lw/m²)  

  Length/ m (2D)  343.34  Emi. variant  Emission  Sound insul.  Correction  Lw  Lw"  

  Area /m²  6619.40    dB(A)  dB  dB  dB(A)  dB(A)  

      Day (12h)  68.20  -  -  106.41  68.20  

      Night (8h)  -99.00  -  -  -99.00    

      
Evening 
(4h)  

-99.00  -  -  -99.00    

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw" /dB(A)  n times  Impact time /h  dLi /dB  Lw"r /dB(A)  

  Day (12h)  12.00  Day  68.2  1.00  12.00000  0.00  68.2  

  Evening (4h)  4.00  Evening  -  1.00  4.00000  0.00  -  

  Night (8h)  8.00  Night  -  1.00  8.00000  0.00  -  

FLQi013  Label  Eks,buld,greid,velt,pašizg  Action radius/m  2500.00  

  Group  Group 0  D0  0.00  

  Number of nodes  19  High building/high noise source  No  

  Length/ m  1156.13  Emission is  SPL per unit area (Lw/m²)  

  Length/ m (2D)  1155.91  Emi. variant  Emission  Sound insul.  Correction  Lw  Lw"  

  Area /m²  22770.96    dB(A)  dB  dB  dB(A)  dB(A)  

      Day (12h)  66.80  -  -  110.37  66.80  

      Night (8h)  -99.00  -  -  -99.00    

      
Evening 
(4h)  

-99.00  -  -  -99.00    

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw" /dB(A)  n times  Impact time /h  dLi /dB  Lw"r /dB(A)  

  Day (12h)  12.00  Day  66.8  1.00  12.00000  0.00  66.8  

  Evening (4h)  4.00  Evening  -  1.00  4.00000  0.00  -  

  Night (8h)  8.00  Night  -  1.00  8.00000  0.00  -  

FLQi014  Label  
Eks,buld,greid,velt,celt,front iekr,pašizg, 
kravas auto  

Action radius/m  2500.00  

  Group  Group 0  D0  0.00  

  Number of nodes  8  High building/high noise source  No  

  Length/ m  257.19  Emission is  SPL per unit area (Lw/m²)  

  Length/ m (2D)  257.14  Emi. variant  Emission  Sound insul.  Correction  Lw  Lw"  

  Area /m²  2619.54    dB(A)  dB  dB  dB(A)  dB(A)  

      Day (12h)  68.20  -  -  102.38  68.20  

      Night (8h)  -99.00  -  -  -99.00    



Būvniecības laikā 

      
Evening 
(4h)  

-99.00  -  -  -99.00    

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw" /dB(A)  n times  Impact time /h  dLi /dB  Lw"r /dB(A)  

  Day (12h)  12.00  Day  68.2  1.00  12.00000  0.00  68.2  

  Evening (4h)  4.00  Evening  -  1.00  4.00000  0.00  -  

  Night (8h)  8.00  Night  -  1.00  8.00000  0.00  -  

FLQi034  Label  
Eks,buld,greid,velt,celt,front iekr,pašizg, 
kravas auto  

Action radius/m  2500.00  

  Group  Group 0  D0  0.00  

  Number of nodes  10  High building/high noise source  No  

  Length/ m  534.37  Emission is  SPL per unit area (Lw/m²)  

  Length/ m (2D)  534.31  Emi. variant  Emission  Sound insul.  Correction  Lw  Lw"  

  Area /m²  14288.93    dB(A)  dB  dB  dB(A)  dB(A)  

      Day (12h)  68.30  -  -  109.85  68.30  

      Night (8h)  -99.00  -  -  -99.00    

      
Evening 
(4h)  

-99.00  -  -  -99.00    

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw" /dB(A)  n times  Impact time /h  dLi /dB  Lw"r /dB(A)  

  Day (12h)  12.00  Day  68.3  1.00  12.00000  0.00  68.3  

  Evening (4h)  4.00  Evening  -  1.00  4.00000  0.00  -  

  Night (8h)  8.00  Night  -  1.00  8.00000  0.00  -  

FLQi035  Label  
Eks,buld,greid,velt,celt,pāļu urb,pašizg, 
kravas auto  

Action radius/m  2500.00  

  Group  Group 0  D0  0.00  

  Number of nodes  17  High building/high noise source  No  

  Length/ m  565.56  Emission is  SPL per unit area (Lw/m²)  

  Length/ m (2D)  565.53  Emi. variant  Emission  Sound insul.  Correction  Lw  Lw"  

  Area /m²  10595.97    dB(A)  dB  dB  dB(A)  dB(A)  

      Day (12h)  67.40  -  -  107.65  67.40  

      Night (8h)  -99.00  -  -  -99.00    

      
Evening 
(4h)  

-99.00  -  -  -99.00    

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw" /dB(A)  n times  Impact time /h  dLi /dB  Lw"r /dB(A)  

  Day (12h)  12.00  Day  67.4  1.00  12.00000  0.00  67.4  

  Evening (4h)  4.00  Evening  -  1.00  4.00000  0.00  -  

  Night (8h)  8.00  Night  -  1.00  8.00000  0.00  -  

FLQi006  Label  
Eks,buld,greid,velt,celt,front iekr,pašizg, 
kravas auto  

Action radius/m  2500.00  

  Group  Group 0  D0  0.00  

  Number of nodes  8  High building/high noise source  No  

  Length/ m  184.66  Emission is  SPL per unit area (Lw/m²)  

  Length/ m (2D)  184.57  Emi. variant  Emission  Sound insul.  Correction  Lw  Lw"  

  Area /m²  1914.59    dB(A)  dB  dB  dB(A)  dB(A)  

      Day (12h)  68.20  -  -  101.02  68.20  

      Night (8h)  -99.00  -  -  -99.00    

      
Evening 
(4h)  

-99.00  -  -  -99.00    

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw" /dB(A)  n times  Impact time /h  dLi /dB  Lw"r /dB(A)  

  Day (12h)  12.00  Day  68.2  1.00  12.00000  0.00  68.2  

  Evening (4h)  4.00  Evening  -  1.00  4.00000  0.00  -  

  Night (8h)  8.00  Night  -  1.00  8.00000  0.00  -  
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Esoša situācija 

Aprēķinu modeļa ievades dati (esošā situācija) 

Road /XP S 31-133 (49)  Variant 0  

R96_001  Label  No Čakstes līdz Uzvaras (pa Lielo)  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  4    dB(A)  

  Length/ m  92.05  Day (12h)  65.22  

  Length/ m (2D)  92.04  Night (8h)  55.73  

  Area /m²  ---  Evening (4h)  62.42  

      Max gradient % (z-coord.)  -3.47  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  1697.28  70.72  50.00  50.00  67.27  

  Night (8h)  Continuous flow  190.95  7.96  50.00  50.00  57.78  

  Evening (4h)  Continuous flow  891.07  37.13  50.00  50.00  64.47  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  87.3  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  84.5  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  77.8  1.00  8.00000  0.00  0.0  

R96_002  Label  No Pasta līdz  MÄtera (pa Lielo ielu)  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  7    dB(A)  

  Length/ m  166.55  Day (12h)  63.13  

  Length/ m (2D)  166.54  Night (8h)  53.65  

  Area /m²  ---  Evening (4h)  60.33  

      Max gradient % (z-coord.)  -1.01  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  1049.09  43.71  50.00  50.00  65.18  

  Night (8h)  Continuous flow  118.02  4.92  50.00  50.00  55.69  

  Evening (4h)  Continuous flow  550.77  22.95  50.00  50.00  62.38  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  85.2  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  82.4  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  75.7  1.00  8.00000  0.00  0.0  

R96_003  Label  No Atmodas lidz Aspazijas (Liela iela)  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  7    dB(A)  

  Length/ m  363.87  Day (12h)  61.78  

  Length/ m (2D)  363.86  Night (8h)  52.29  

  Area /m²  ---  Evening (4h)  58.98  

      Max gradient % (z-coord.)  -1.27  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  768.00  32.00  50.00  50.00  63.83  

  Night (8h)  Continuous flow  86.40  3.60  50.00  50.00  54.34  

  Evening (4h)  Continuous flow  403.20  16.80  50.00  50.00  61.03  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  83.8  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  81.0  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  74.3  1.00  8.00000  0.00  0.0  

R96_004  Label  Dobeles šoseja  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  12    dB(A)  

  Length/ m  764.56  Day (12h)  64.18  

  Length/ m (2D)  764.56  Night (8h)  54.69  

  Area /m²  ---  Evening (4h)  61.38  

      Max gradient % (z-coord.)  -0.26  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  621.78  101.22  50.00  50.00  65.25  

  Night (8h)  Continuous flow  69.95  11.39  50.00  50.00  55.77  

  Evening (4h)  Continuous flow  326.43  53.14  50.00  50.00  62.46  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  
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  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  85.3  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  82.5  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  75.8  1.00  8.00000  0.00  0.0  

R96_005  Label  AkadÄ“mijas lÄ«dz RaiÅ†a ielai  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  10    dB(A)  

  Length/ m  420.97  Day (12h)  58.46  

  Length/ m (2D)  420.95  Night (8h)  48.97  

  Area /m²  ---  Evening (4h)  55.66  

      Max gradient % (z-coord.)  1.53  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  357.44  14.89  50.00  50.00  60.50  

  Night (8h)  Continuous flow  40.21  1.68  50.00  50.00  51.02  

  Evening (4h)  Continuous flow  187.66  7.82  50.00  50.00  57.71  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  80.5  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  77.7  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  71.0  1.00  8.00000  0.00  0.0  

R96_006  Label  No Dobeles lÄ«dz Lielajai (Pa pasta ielu)  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  9    dB(A)  

  Length/ m  322.14  Day (12h)  58.72  

  Length/ m (2D)  322.14  Night (8h)  49.23  

  Area /m²  ---  Evening (4h)  55.92  

      Max gradient % (z-coord.)  -0.88  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  379.77  15.82  50.00  50.00  60.77  

  Night (8h)  Continuous flow  42.72  1.78  50.00  50.00  51.28  

  Evening (4h)  Continuous flow  199.38  8.31  50.00  50.00  57.97  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  80.8  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  78.0  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  71.3  1.00  8.00000  0.00  0.0  

R96_007  Label  MÄ�tera lÄ«dz RaiÅ†a ielai  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  8    dB(A)  

  Length/ m  354.34  Day (12h)  58.14  

  Length/ m (2D)  354.33  Night (8h)  48.66  

  Area /m²  ---  Evening (4h)  55.35  

      Max gradient % (z-coord.)  0.45  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  332.67  13.86  50.00  50.00  60.19  

  Night (8h)  Continuous flow  37.43  1.56  50.00  50.00  50.71  

  Evening (4h)  Continuous flow  174.65  7.28  50.00  50.00  57.40  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  80.2  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  77.4  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  70.7  1.00  8.00000  0.00  0.0  

R96_008  Label  Kalpaka lÄ«dz raiÅ†a  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  11    dB(A)  

  Length/ m  340.05  Day (12h)  56.70  

  Length/ m (2D)  340.05  Night (8h)  47.22  

  Area /m²  ---  Evening (4h)  53.90  

      Max gradient % (z-coord.)  -1.55  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  238.66  9.95  50.00  50.00  58.75  

  Night (8h)  Continuous flow  26.85  1.12  50.00  50.00  49.26  

  Evening (4h)  Continuous flow  125.29  5.22  50.00  50.00  55.95  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  



Esoša situācija 

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  78.8  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  76.0  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  69.3  1.00  8.00000  0.00  0.0  

R96_009  Label  KatoÄ¼u lÄ«dz RaiÅ†a ielai  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  10    dB(A)  

  Length/ m  384.65  Day (12h)  54.88  

  Length/ m (2D)  384.65  Night (8h)  45.38  

  Area /m²  ---  Evening (4h)  52.08  

      Max gradient % (z-coord.)  -0.75  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  156.67  6.53  50.00  50.00  56.92  

  Night (8h)  Continuous flow  17.63  0.73  50.00  50.00  47.43  

  Evening (4h)  Continuous flow  82.25  3.43  50.00  50.00  54.13  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  76.9  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  74.1  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  67.4  1.00  8.00000  0.00  0.0  

R96_010  Label  Pasta iela lÄ«dz RaiÅ†a ielai  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  12    dB(A)  

  Length/ m  359.00  Day (12h)  59.38  

  Length/ m (2D)  359.00  Night (8h)  49.89  

  Area /m²  ---  Evening (4h)  56.58  

      Max gradient % (z-coord.)  -1.06  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  442.11  18.42  50.00  50.00  61.43  

  Night (8h)  Continuous flow  49.74  2.07  50.00  50.00  51.94  

  Evening (4h)  Continuous flow  232.11  9.67  50.00  50.00  58.63  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  81.4  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  78.6  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  71.9  1.00  8.00000  0.00  0.0  

R96_011  Label  JÄ�Å†a Ä�akstes bulvÄ�ris  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  10    dB(A)  

  Length/ m  437.25  Day (12h)  56.87  

  Length/ m (2D)  437.23  Night (8h)  47.37  

  Area /m²  ---  Evening (4h)  54.07  

      Max gradient % (z-coord.)  2.00  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  222.85  9.29  30.00  30.00  56.87  

  Night (8h)  Continuous flow  25.07  1.04  30.00  30.00  47.37  

  Evening (4h)  Continuous flow  117.00  4.88  30.00  30.00  54.07  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  76.9  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  74.1  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  67.4  1.00  8.00000  0.00  0.0  

R96_012  Label  RÄ«gas iela lÄ«dz Loka magistralei  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  4    dB(A)  

  Length/ m  1741.87  Day (12h)  62.11  

  Length/ m (2D)  1741.87  Night (8h)  52.62  

  Area /m²  ---  Evening (4h)  59.31  

      Max gradient % (z-coord.)  -0.24  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  628.37  47.30  50.00  50.00  63.74  

  Night (8h)  Continuous flow  70.69  5.32  50.00  50.00  54.25  

  Evening (4h)  Continuous flow  329.89  24.83  50.00  50.00  60.94  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  



Esoša situācija 

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  83.7  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  80.9  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  74.3  1.00  8.00000  0.00  0.0  

R96_013  Label  
maÄ£istrÄ�lei  

Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  20    dB(A)  

  Length/ m  1004.22  Day (12h)  57.61  

  Length/ m (2D)  1004.22  Night (8h)  48.12  

  Area /m²  ---  Evening (4h)  54.81  

      Max gradient % (z-coord.)  0.00  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  184.45  7.69  70.00  70.00  60.05  

  Night (8h)  Continuous flow  20.75  0.86  70.00  70.00  50.56  

  Evening (4h)  Continuous flow  96.84  4.03  70.00  70.00  57.25  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  80.1  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  77.3  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  70.6  1.00  8.00000  0.00  0.0  

R96_014  Label   Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  32    dB(A)  

  Length/ m  1496.47  Day (12h)  57.01  

  Length/ m (2D)  1496.47  Night (8h)  47.52  

  Area /m²  ---  Evening (4h)  54.21  

      Max gradient % (z-coord.)  -1.46  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  256.00  10.67  50.00  50.00  59.06  

  Night (8h)  Continuous flow  28.80  1.20  50.00  50.00  49.57  

  Evening (4h)  Continuous flow  134.40  5.60  50.00  50.00  56.26  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  79.1  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  76.3  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  69.6  1.00  8.00000  0.00  0.0  

R96_015  Label  Garozas iela  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  22    dB(A)  

  Length/ m  863.09  Day (12h)  58.77  

  Length/ m (2D)  862.99  Night (8h)  49.28  

  Area /m²  ---  Evening (4h)  55.97  

      Max gradient % (z-coord.)  7.15  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  384.00  16.00  50.00  50.00  60.82  

  Night (8h)  Continuous flow  43.20  1.80  50.00  50.00  51.33  

  Evening (4h)  Continuous flow  201.60  8.40  50.00  50.00  58.02  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  80.8  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  78.0  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  71.3  1.00  8.00000  0.00  0.0  

R96_016  Label  RÄ«gas iela lÄ«dz InstitÅ«ta ielai  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  20    dB(A)  

  Length/ m  667.30  Day (12h)  62.99  

  Length/ m (2D)  667.30  Night (8h)  53.50  

  Area /m²  ---  Evening (4h)  60.19  

      Max gradient % (z-coord.)  -1.06  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  1015.30  42.30  50.00  50.00  65.04  

  Night (8h)  Continuous flow  114.22  4.76  50.00  50.00  55.55  

  Evening (4h)  Continuous flow  533.03  22.21  50.00  50.00  62.24  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  



Esoša situācija 

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  85.0  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  82.2  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  75.6  1.00  8.00000  0.00  0.0  

R96_017  Label  No LielÄ�s uz Dambja  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  11    dB(A)  

  Length/ m  465.74  Day (12h)  58.14  

  Length/ m (2D)  465.73  Night (8h)  48.65  

  Area /m²  ---  Evening (4h)  55.34  

      Max gradient % (z-coord.)  -2.92  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  332.16  13.84  50.00  50.00  60.19  

  Night (8h)  Continuous flow  37.37  1.56  50.00  50.00  50.70  

  Evening (4h)  Continuous flow  174.38  7.27  50.00  50.00  57.39  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  80.2  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  77.4  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  70.7  1.00  8.00000  0.00  0.0  

R96_018  Label  Uzvaras iela (nogrieÅ¾oties no LielÄ�s)  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  18    dB(A)  

  Length/ m  411.98  Day (12h)  57.94  

  Length/ m (2D)  411.98  Night (8h)  48.45  

  Area /m²  ---  Evening (4h)  55.14  

      Max gradient % (z-coord.)  0.00  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  317.44  13.23  50.00  50.00  59.99  

  Night (8h)  Continuous flow  35.71  1.49  50.00  50.00  50.50  

  Evening (4h)  Continuous flow  166.66  6.94  50.00  50.00  57.19  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  80.0  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  77.2  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  70.5  1.00  8.00000  0.00  0.0  

R96_019  Label  Atmodas iela  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  10    dB(A)  

  Length/ m  303.24  Day (12h)  65.00  

  Length/ m (2D)  303.24  Night (8h)  55.51  

  Area /m²  ---  Evening (4h)  62.20  

      Max gradient % (z-coord.)  0.00  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  720.00  80.00  70.00  70.00  66.87  

  Night (8h)  Continuous flow  81.00  9.00  70.00  70.00  57.38  

  Evening (4h)  Continuous flow  378.00  42.00  70.00  70.00  64.07  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  86.9  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  84.1  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  77.4  1.00  8.00000  0.00  0.0  

R96_020  Label  Atmodas iela  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  6    dB(A)  

  Length/ m  142.78  Day (12h)  63.69  

  Length/ m (2D)  142.78  Night (8h)  54.20  

  Area /m²  ---  Evening (4h)  60.89  

      Max gradient % (z-coord.)  0.84  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  720.00  80.00  50.00  50.00  65.04  

  Night (8h)  Continuous flow  81.00  9.00  50.00  50.00  55.55  

  Evening (4h)  Continuous flow  378.00  42.00  50.00  50.00  62.24  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  



Esoša situācija 

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  85.0  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  82.2  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  75.6  1.00  8.00000  0.00  0.0  

R96_021  Label  AkadÄ“mijas lÄ«dz KatoÄ¼u (pa Lielo)  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  5    dB(A)  

  Length/ m  189.30  Day (12h)  64.08  

  Length/ m (2D)  189.30  Night (8h)  54.60  

  Area /m²  ---  Evening (4h)  61.29  

      Max gradient % (z-coord.)  0.66  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  1306.18  54.42  50.00  50.00  66.13  

  Night (8h)  Continuous flow  146.94  6.12  50.00  50.00  56.64  

  Evening (4h)  Continuous flow  685.74  28.57  50.00  50.00  63.33  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  86.1  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  83.3  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  76.6  1.00  8.00000  0.00  0.0  

R96_022  Label  No KatoÄ¼u lÄ«dz Pasta ielai (pa Lielo)  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  2    dB(A)  

  Length/ m  147.28  Day (12h)  63.99  

  Length/ m (2D)  147.28  Night (8h)  54.50  

  Area /m²  ---  Evening (4h)  61.19  

      Max gradient % (z-coord.)  0.41  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  1277.12  53.21  50.00  50.00  66.04  

  Night (8h)  Continuous flow  143.68  5.99  50.00  50.00  56.55  

  Evening (4h)  Continuous flow  670.49  27.94  50.00  50.00  63.24  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  86.0  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  83.2  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  76.5  1.00  8.00000  0.00  0.0  

R96_023  Label  MÄ�tera lÄ«dz PÄ“tera (pa Lielo ielu)  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  16    dB(A)  

  Length/ m  187.95  Day (12h)  62.91  

  Length/ m (2D)  187.94  Night (8h)  53.42  

  Area /m²  ---  Evening (4h)  60.11  

      Max gradient % (z-coord.)  1.28  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  996.54  41.52  50.00  50.00  64.96  

  Night (8h)  Continuous flow  112.11  4.67  50.00  50.00  55.47  

  Evening (4h)  Continuous flow  523.19  21.80  50.00  50.00  62.16  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  85.0  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  82.2  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  75.5  1.00  8.00000  0.00  0.0  

R96_024  Label  PÄ“tera lÄ«dz Kalpaka (pa Lielo ielu)  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  9    dB(A)  

  Length/ m  234.31  Day (12h)  62.73  

  Length/ m (2D)  234.31  Night (8h)  53.24  

  Area /m²  ---  Evening (4h)  59.93  

      Max gradient % (z-coord.)  0.00  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  956.16  39.84  50.00  50.00  64.78  

  Night (8h)  Continuous flow  107.57  4.48  50.00  50.00  55.29  

  Evening (4h)  Continuous flow  501.98  20.92  50.00  50.00  61.98  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  



Esoša situācija 

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  84.8  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  82.0  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  75.3  1.00  8.00000  0.00  0.0  

R96_025  Label  Kalpaka lÄ«dz Dambja (pa Lielo)  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  10    dB(A)  

  Length/ m  211.14  Day (12h)  62.76  

  Length/ m (2D)  211.14  Night (8h)  53.27  

  Area /m²  ---  Evening (4h)  59.96  

      Max gradient % (z-coord.)  -0.88  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  962.56  40.11  50.00  50.00  64.81  

  Night (8h)  Continuous flow  108.29  4.51  50.00  50.00  55.32  

  Evening (4h)  Continuous flow  505.34  21.06  50.00  50.00  62.01  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  84.8  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  82.0  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  75.3  1.00  8.00000  0.00  0.0  

R96_026  Label  Aspazijas lÄ«dz Dobeles (Pa Lielo ielu)  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  11    dB(A)  

  Length/ m  415.60  Day (12h)  62.13  

  Length/ m (2D)  415.59  Night (8h)  52.64  

  Area /m²  ---  Evening (4h)  59.33  

      Max gradient % (z-coord.)  1.32  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  832.00  34.67  50.00  50.00  64.17  

  Night (8h)  Continuous flow  93.60  3.90  50.00  50.00  54.69  

  Evening (4h)  Continuous flow  436.80  18.20  50.00  50.00  61.38  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  84.2  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  81.4  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  74.7  1.00  8.00000  0.00  0.0  

R96_027  Label  Loka maÄ£istrÄ�le aiz AviÄ�cijas ielas  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  4    dB(A)  

  Length/ m  484.35  Day (12h)  61.74  

  Length/ m (2D)  484.27  Night (8h)  52.25  

  Area /m²  ---  Evening (4h)  58.94  

      Max gradient % (z-coord.)  2.29  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  357.93  35.40  70.00  70.00  63.69  

  Night (8h)  Continuous flow  40.27  3.98  70.00  70.00  54.20  

  Evening (4h)  Continuous flow  187.91  18.59  70.00  70.00  60.89  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  83.7  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  80.9  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  74.2  1.00  8.00000  0.00  0.0  

R96_028  Label  
Loka MaÄ£istrÄ�le lÄ«dz BÄ“rzu 

 
Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  16    dB(A)  

  Length/ m  892.60  Day (12h)  56.43  

  Length/ m (2D)  892.59  Night (8h)  46.94  

  Area /m²  ---  Evening (4h)  53.63  

      Max gradient % (z-coord.)  0.86  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  224.00  9.33  50.00  50.00  58.48  

  Night (8h)  Continuous flow  25.20  1.05  50.00  50.00  48.99  

  Evening (4h)  Continuous flow  117.60  4.90  50.00  50.00  55.68  



Esoša situācija 

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  78.5  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  75.7  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  69.0  1.00  8.00000  0.00  0.0  

R96_029  Label  
BÄ“rzu lÄ«dz Kalnciema ceÄ¼am pa 
Loka maÄ£istrÄ�l  

Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  4    dB(A)  

  Length/ m  112.55  Day (12h)  53.03  

  Length/ m (2D)  112.54  Night (8h)  43.54  

  Area /m²  ---  Evening (4h)  50.23  

      Max gradient % (z-coord.)  0.87  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  102.40  4.27  50.00  50.00  55.08  

  Night (8h)  Continuous flow  11.52  0.48  50.00  50.00  45.59  

  Evening (4h)  Continuous flow  53.76  2.24  50.00  50.00  52.28  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  75.1  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  72.3  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  65.6  1.00  8.00000  0.00  0.0  

R96_030  Label  
Loka MaÄ£istrÄ�le lÄ«dz BÄ“rzu 

 
Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  5    dB(A)  

  Length/ m  362.41  Day (12h)  58.45  

  Length/ m (2D)  362.41  Night (8h)  48.97  

  Area /m²  ---  Evening (4h)  55.66  

      Max gradient % (z-coord.)  -0.97  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  224.00  9.33  70.00  70.00  60.89  

  Night (8h)  Continuous flow  25.20  1.05  70.00  70.00  51.41  

  Evening (4h)  Continuous flow  117.60  4.90  70.00  70.00  58.10  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  80.9  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  78.1  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  71.4  1.00  8.00000  0.00  0.0  

R96_031  Label  
BÄ“rzu lÄ«dz Kalnciema ceÄ¼am pa 
Loka maÄ£istrÄ�li  

Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  17    dB(A)  

  Length/ m  603.62  Day (12h)  55.05  

  Length/ m (2D)  603.61  Night (8h)  45.57  

  Area /m²  ---  Evening (4h)  52.26  

      Max gradient % (z-coord.)  1.57  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  102.40  4.27  70.00  70.00  57.50  

  Night (8h)  Continuous flow  11.52  0.48  70.00  70.00  48.01  

  Evening (4h)  Continuous flow  53.76  2.24  70.00  70.00  54.70  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  77.5  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  74.7  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  68.0  1.00  8.00000  0.00  0.0  

R96_032  Label  
Loka maÄ£istrÄ�le lÄ«dz AviÄ�cijas 
ielai  

Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  6    dB(A)  

  Length/ m  735.20  Day (12h)  57.61  

  Length/ m (2D)  735.20  Night (8h)  48.12  

  Area /m²  ---  Evening (4h)  54.81  

      Max gradient % (z-coord.)  -0.70  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  



Esoša situācija 

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  223.20  16.80  50.00  50.00  59.25  

  Night (8h)  Continuous flow  25.11  1.89  50.00  50.00  49.76  

  Evening (4h)  Continuous flow  117.18  8.82  50.00  50.00  56.45  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  79.2  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  76.4  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  69.8  1.00  8.00000  0.00  0.0  

R96_033  Label  
RÄ«gas iela posma no  Instituta lidz 
Pernavas  

Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  12    dB(A)  

  Length/ m  799.70  Day (12h)  62.45  

  Length/ m (2D)  799.70  Night (8h)  52.96  

  Area /m²  ---  Evening (4h)  59.65  

      Max gradient % (z-coord.)  0.05  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  896.00  37.33  50.00  50.00  64.50  

  Night (8h)  Continuous flow  100.80  4.20  50.00  50.00  55.01  

  Evening (4h)  Continuous flow  470.40  19.60  50.00  50.00  61.70  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  84.5  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  81.7  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  75.0  1.00  8.00000  0.00  0.0  

R96_034  Label  
RÄ«gas iela posmÄ� no PÄ“rnavas 
lÄ«dz Lmagistrale  

Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  6    dB(A)  

  Length/ m  346.07  Day (12h)  61.78  

  Length/ m (2D)  346.07  Night (8h)  52.29  

  Area /m²  ---  Evening (4h)  58.98  

      Max gradient % (z-coord.)  1.54  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  768.00  32.00  50.00  50.00  63.83  

  Night (8h)  Continuous flow  86.40  3.60  50.00  50.00  54.34  

  Evening (4h)  Continuous flow  403.20  16.80  50.00  50.00  61.03  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  83.8  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  81.0  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  74.3  1.00  8.00000  0.00  0.0  

R96_035  Label  
RÄ«gas iela posmÄ� no Cukura lidz 
Kalnciema celam  

Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  13    dB(A)  

  Length/ m  376.47  Day (12h)  65.11  

  Length/ m (2D)  376.45  Night (8h)  55.63  

  Area /m²  ---  Evening (4h)  62.32  

      Max gradient % (z-coord.)  -3.42  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  1655.30  68.97  50.00  50.00  67.16  

  Night (8h)  Continuous flow  186.22  7.76  50.00  50.00  57.67  

  Evening (4h)  Continuous flow  869.03  36.21  50.00  50.00  64.36  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  87.2  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  84.4  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  77.7  1.00  8.00000  0.00  0.0  

R96_036  Label  LielÄ� iela uz tilta starp nobrauktuvÄ“m  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  2    dB(A)  

  Length/ m  171.92  Day (12h)  65.03  

  Length/ m (2D)  171.91  Night (8h)  55.54  

  Area /m²  ---  Evening (4h)  62.23  

      Max gradient % (z-coord.)  1.16  



Esoša situācija 

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  1623.30  67.64  50.00  50.00  67.08  

  Night (8h)  Continuous flow  182.62  7.61  50.00  50.00  57.59  

  Evening (4h)  Continuous flow  852.23  35.51  50.00  50.00  64.28  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  87.1  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  84.3  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  77.6  1.00  8.00000  0.00  0.0  

R96_037  Label  Tilts lÄ«dz Cukura ielai  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  4    dB(A)  

  Length/ m  107.82  Day (12h)  65.28  

  Length/ m (2D)  107.80  Night (8h)  55.79  

  Area /m²  ---  Evening (4h)  62.48  

      Max gradient % (z-coord.)  -2.80  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  1719.30  71.64  50.00  50.00  67.33  

  Night (8h)  Continuous flow  193.42  8.06  50.00  50.00  57.84  

  Evening (4h)  Continuous flow  902.63  37.61  50.00  50.00  64.53  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  87.3  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  84.5  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  77.8  1.00  8.00000  0.00  0.0  

R96_038  Label  Dambja uz Dobeles pusi - provizorsiski  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  15    dB(A)  

  Length/ m  420.08  Day (12h)  62.45  

  Length/ m (2D)  420.07  Night (8h)  52.96  

  Area /m²  ---  Evening (4h)  59.65  

      Max gradient % (z-coord.)  0.94  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  896.26  37.34  50.00  50.00  64.50  

  Night (8h)  Continuous flow  100.83  4.20  50.00  50.00  55.01  

  Evening (4h)  Continuous flow  470.53  19.61  50.00  50.00  61.70  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  84.5  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  81.7  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  75.0  1.00  8.00000  0.00  0.0  

R96_039  Label  
No Uzvaras BulvÄ�ra lÄ«dz 
AkadÄ“mijas (pa Lielo ie  

Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  5    dB(A)  

  Length/ m  61.92  Day (12h)  64.44  

  Length/ m (2D)  61.92  Night (8h)  54.95  

  Area /m²  ---  Evening (4h)  61.64  

      Max gradient % (z-coord.)  0.00  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  1417.79  59.07  50.00  50.00  66.49  

  Night (8h)  Continuous flow  159.50  6.65  50.00  50.00  57.00  

  Evening (4h)  Continuous flow  744.34  31.01  50.00  50.00  63.69  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  86.5  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  83.7  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  77.0  1.00  8.00000  0.00  0.0  

R96_040  Label  1 tilta dala  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  2    dB(A)  

  Length/ m  48.63  Day (12h)  65.95  

  Length/ m (2D)  48.63  Night (8h)  56.46  

  Area /m²  ---  Evening (4h)  63.15  



Esoša situācija 

      Max gradient % (z-coord.)  0.00  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  2007.36  83.64  50.00  50.00  68.00  

  Night (8h)  Continuous flow  225.83  9.41  50.00  50.00  58.51  

  Evening (4h)  Continuous flow  1053.86  43.91  50.00  50.00  65.20  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  88.0  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  85.2  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  78.5  1.00  8.00000  0.00  0.0  

R96_041  Label  2 tilta daÄ¼a  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  14    dB(A)  

  Length/ m  210.06  Day (12h)  65.28  

  Length/ m (2D)  210.06  Night (8h)  55.79  

  Area /m²  ---  Evening (4h)  62.48  

      Max gradient % (z-coord.)  0.00  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  1719.30  71.64  50.00  50.00  67.33  

  Night (8h)  Continuous flow  193.42  8.06  50.00  50.00  57.84  

  Evening (4h)  Continuous flow  902.63  37.61  50.00  50.00  64.53  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  87.3  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  84.5  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  77.8  1.00  8.00000  0.00  0.0  

R96_042  Label  LÄ«dz tiltam no Ä�akstes  Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  2    dB(A)  

  Length/ m  9.90  Day (12h)  65.95  

  Length/ m (2D)  9.90  Night (8h)  56.46  

  Area /m²  ---  Evening (4h)  63.15  

      Max gradient % (z-coord.)  2.06  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  2007.34  83.64  50.00  50.00  68.00  

  Night (8h)  Continuous flow  225.83  9.41  50.00  50.00  58.51  

  Evening (4h)  Continuous flow  1053.85  43.91  50.00  50.00  65.20  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  88.0  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  85.2  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  78.5  1.00  8.00000  0.00  0.0  

R96_043  Label  
No tilta 1 daÄ¼as lÄ«dz lÄ«dz Pasta 
sala (no centr  

Action radius/m  99999.00  

  Group  Esosas ielas  Emi. variant  Emission  

  Number of nodes  2    dB(A)  

  Length/ m  44.83  Day (12h)  65.95  

  Length/ m (2D)  44.83  Night (8h)  56.46  

  Area /m²  ---  Evening (4h)  63.15  

      Max gradient % (z-coord.)  0.00  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  2007.34  83.64  50.00  50.00  68.00  

  Night (8h)  Continuous flow  225.83  9.41  50.00  50.00  58.51  

  Evening (4h)  Continuous flow  1053.85  43.91  50.00  50.00  65.20  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  88.0  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  85.2  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  78.5  1.00  8.00000  0.00  0.0  

R96_044  Label  Satiksmes iela 4  Action radius/m  99999.00  

  Group  Pievienotas ielas  Emi. variant  Emission  

  Number of nodes  13    dB(A)  

  Length/ m  528.23  Day (12h)  60.47  

  Length/ m (2D)  528.23  Night (8h)  50.98  



Esoša situācija 

  Area /m²  ---  Evening (4h)  57.67  

      Max gradient % (z-coord.)  0.23  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  326.47  18.33  50.00  50.00  60.47  

  Night (8h)  Continuous flow  36.73  2.06  50.00  50.00  50.98  

  Evening (4h)  Continuous flow  171.40  9.63  50.00  50.00  57.67  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  80.5  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  77.7  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  71.0  1.00  8.00000  0.00  0.0  

R96_045  Label  Satiksmes iela aiz Meiju ceļa 20%  Action radius/m  99999.00  

  Group  Pievienotas ielas  Emi. variant  Emission  

  Number of nodes  10    dB(A)  

  Length/ m  463.48  Day (12h)  53.48  

  Length/ m (2D)  463.48  Night (8h)  43.98  

  Area /m²  ---  Evening (4h)  50.68  

      Max gradient % (z-coord.)  -0.86  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  65.29  3.67  50.00  50.00  53.48  

  Night (8h)  Continuous flow  7.35  0.41  50.00  50.00  43.98  

  Evening (4h)  Continuous flow  34.28  1.93  50.00  50.00  50.68  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  73.5  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  70.7  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  64.0  1.00  8.00000  0.00  0.0  

R96_046  Label  Meiju cels 70%  Action radius/m  99999.00  

  Group  Pievienotas ielas  Emi. variant  Emission  

  Number of nodes  48    dB(A)  

  Length/ m  890.37  Day (12h)  58.92  

  Length/ m (2D)  890.34  Night (8h)  49.43  

  Area /m²  ---  Evening (4h)  56.12  

      Max gradient % (z-coord.)  -1.97  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  228.53  12.83  50.00  50.00  58.92  

  Night (8h)  Continuous flow  25.71  1.44  50.00  50.00  49.43  

  Evening (4h)  Continuous flow  119.98  6.74  50.00  50.00  56.12  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  78.9  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  76.1  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  69.4  1.00  8.00000  0.00  0.0  

R96_047  Label  Satiksmes iela_1  Action radius/m  99999.00  

  Group  Pievienotas ielas  Emi. variant  Emission  

  Number of nodes  8    dB(A)  

  Length/ m  270.38  Day (12h)  60.47  

  Length/ m (2D)  270.37  Night (8h)  50.98  

  Area /m²  ---  Evening (4h)  57.67  

      Max gradient % (z-coord.)  -4.22  

      Driving direction  2 direct./driving on the right  

      Dist.:centreline lane - road /m  0.00  

      Road surface  Asphalt (obsolete)  

  Emiss. variant  Traffic flow  Q car /vehic/h  Q HGV /vehic/h  v car /km/h  v HGV /km/h  Leq /dB(A)  

  Day (12h)  Continuous flow  326.47  18.33  50.00  50.00  60.47  

  Night (8h)  Continuous flow  36.73  2.06  50.00  50.00  50.98  

  Evening (4h)  Continuous flow  171.40  9.63  50.00  50.00  57.67  

  Rating method  Peak level  
Corr. for 
impulsivity /dB  

Corr. for tonality 
/dB  

Corr. for inform. 
content/dB  

  
Special correction 
/dB  

  Lden  -  0.0  0.0  0.0  -  0.0  

  Rating period / Period  
Duration 
/h  

Emiss. 
variant  

Lw' /dB(A)  n times  Impact time /h  dLi /dB  Lw'r /dB(A)  

  Day (12h)  12.00  Day  80.5  1.00  12.00000  0.00  0.0  

  Evening (4h)  4.00  Evening  77.7  1.00  4.00000  0.00  0.0  

  Night (8h)  8.00  Night  71.0  1.00  8.00000  0.00  0.0  

R96_048  Label  Satiksmes iela_2  Action radius/m  99999.00  

  Group  Pievienotas ielas  Emi. variant  Emission  

  Number of nodes  15    dB(A)  

  Length/ m  237.35  Day (12h)  59.35  

  Length/ m (2D)  237.35  Night (8h)  49.86  
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